
Model No.

Specification

Voltage


Current


Amplitude


Frequency


Scan Rate


Sampling Rate


Dimension


Weight

Functions

Current regulator/ 4 chs 


5V switch/ 2 chs


 Isolated switch/ 2 chs


Trigger input/ 1 chs


Time res.: ~ 100 ms


-


70 x 20 mm


~ 55 g (1.94 oz)

4 switches (2 channels 
capable of 5V output)

4 current regulators

2 trigger input

TRIG

+2.0~-1.8 V (Res.: 0.1 mV)


±3.0 mA (Res.: 1 nA/1pA)


15 mHz ~ 200 kHz


10 - 600 mV


0.01-1000 mV/s


0.01-100 sps


60 x 60 x 19 mm


~ 60 g (2.12 oz)

Electrochemical 
impedance spectroscopy 
(EIS),  
Constant frequency 



CV, LSV, OCP, CA, CP, 
DPV*, 

V-. I- R-t monitoring

EIS

+2.0~-1.8 V (Res.: 0.1 mV)


±3.0 mA (Res.: 1 nA/1pA)


15 mHz ~ 200 kHz


0 - 600 mV


0.01-1000 mV/s


0.01-100 sps


20 x 30 x 8 mm


-

Electrochemical 
impedance spectroscopy 
(EIS),  
Constant frequency 



CV, LSV, OCP, CA, CP, 
DPV*, 

V-. I- R-t monitoring

EIS-mini

±10.0 V (Res.: 0.2 mV)


±300.0 mA (Res.: 1 nA)


-


-


0.01-1000 mV/s


0.01-5000 sps


70 x 80 x 35 mm


> 70g

Four-wire measurement

Battery charge/discharge 

V-, I-, R-t Monitoring



CV, LSV, OCP, CA, CP, 
DPV*

BAT

±5.0 V (Res.: 0.2 mV)


±15.0 mA (Res.: 1 nA)


-


-


0.01-1000 mV/s


0.01-100 sps


60 x 60 x 19 mm


~ 60 g (2.12 oz)

IV-curve, Constant current,  
V, I, R-t monitoring,  
Cyclic voltammetry (CV), 
Linear sweep voltammetry 
(LSV), Open circuit potential 
(OCP), Chronoamperometry 
(CA), Chronopotentiometry 
(CP),  Pulse sensing mode, 
Differential pulse 
voltammetry (DPV)*
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